COPY RIGHT & CONFIDENTIAL

This document is the exclusive property of BEML and contains confidential information. This document or its contents shall not be used,reproduced or disclosed in whole or in

part,without prior written permission of BEML. This document and all its copies shall be returned to BEML on demand.

— MACHINING DEVIATIONS FOR LINEAR DIMENSIONS
RerSoh? s s | 120 | 8 | 1000 | 2000 | 4000 | 2%° | THEREST |-—-
VALUE +0.1 +0.2 +0.3 +0.5 +0.8 +1.2 +2 +3
SCOPE: COMPACT GENERAL PURPOSE 40A RELAY FOR DRIVING INDUCTIVE LOAD IN
AUTOMOTIVE APPLICATION IS REQUIRED.
SPECIFICATIONS:
RATED COIL VOLTAGE 12VDC
OPERATING VOLTAGE 7.2V DC TO 14V DC
CONTACT RATING 40 AMPS
CONTACT ARRANGEMENT 1 FORM C
TERMINALS QUICK CONTACT 6.3x0.8mm
OPERATING TEMPERATURE -25C TO +85°C
WITH/WITHOUT BRACKET WITH BRACKET
WITH/WITHOUT DIODE WITH DIODE
MAKE M/S. OEN INDIA LIMITED
MODEL 741-12-1C-2SCBE
NOTE: THE RELAY SHOULD HAVE ARC SUPPRESSION FEATURE TO PROTECT THE
CONTACTS FROM HEAVY INDUCTIVE LOAD/BACK EMF.
NEXT ASSY. 1923CGDK101B
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